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1. General description
vn I(ll P-I 2 5 y 2 5 n y VCKJP-125, 250, 400, 630 type low voltage AC vacuum contactor is suitable for power system with AC 50Hz, rated
working voltage of main circuit 660 ~ 1140V, rated current 125 ~ 630A, for making and breaking line and frequently
4““ y E 3 “n/I .I 4 I(v starting and control AC motor, also for a variety of protective devices consisting of magnetic starter, especially for
(SINGLE-POLE) AC LOW VOLTAGE VACUUM consisting anti-explosion magnetic starter.

CONTACTOR . . . . .
2. Outline and installation dimensions
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Fig. VCKJP-125A/1.14KV [single-pole)
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Fig.2 VCKJP-250/1.14kV (single-pole)
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Fig.3 VCKJP-B30A/1.14KV [single-pole)
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vnl('lII Izﬁnll Iql(v 1. General description
u VCKJ11-125, 160 horizontal type vacuum contactor adopts VZKTJ-125/1.14 vacuum interrupter for arc-distinguishing

(HORIZONTAL) AC LOW VOLTAGE VACUUM CONTACTOR units, main contacts enclosed in the tube, arc is not exposed while working. Therefore, this product has features of
safe and reliable, strong breaking capacity, long life, small size, and other characteristics. This product is suitable for

vz n I(|I 5 'B“A I Iqu electricity network of AC 50Hz, rated working voltage 1140V, rated current 160A, for directly or remote making and
" breaking the main circuits, especially suitable for consisting of anti-explosion magnetic starter which wark in coal mine
AC LOW VOLTAGE VACUUM CONTACTOR and other occasions for controlling tri-phase induction motor of frequent operation, also suitable for frequently switching

other load.

2. Main technical parameter

Rated voltage (V) Rated Main contact parameters
Type — —— current , :
Main circuit | Control circuit A Open distance (mm) | Over travel (mm)| Final pressure (N}
125 125
VCKJ11—160 1140 36, 220, 380 160 1.8+0.2 1+0.2 30+3
ke Makin Breaking Limit breaking | Electrical life Mechanical -
Type capacitg\l/ capacity current (A times AC-4 ife times. | 9t
VCKJ11-125/160A 2000
125 10le Ble ' .
VEKIT-160 | 100time | 25 time 3 time 6x10 300<10° | 37kg

Note: le means main circuit rated current

3. Outline and installation dimensions
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Fig.2 VZCKJ5-80A/1.14kV outline and installation
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vc K‘I 5 B 3 8 “ I 2 5 1. General description
= y y y This series vacuum contactor is suitable for power network of AC 50Hz, the main circuit rated voltage 1140V, rated

current up to 630A , for making, breaking, frequently starting and controlling AC motor, also for forming magnetic
2 5 n 4 n n ﬁ 3 " n starter with a variety of protection devices (JDB electronic integrated protector, JR type over current protection device,
J ] resistance capacitance absorber), especially for forming anti-explosion magnetic starter.
/ 'I I 4 I(v The contactor conforms to GBIT 14048.4, 1EC 80347-4-1 and JBT7122 standard, the main performance indicators
" have reached the international level.
AC LOW VOLTAGE VACUUM CONTACTOR 2. Main technical paramater
[tem Unit 80A 125A 160A 250A 400A 630A
;9 : Main circuit rated voltage kv 1.14
P, "?7 ;;7 Main circuit rated current A 80 125 160 250 400 630
Ly T Main circuit making capacity | A/100 time | 800 | 1250 1600 2500 4000 6300
Main circuit breaking capacity | A/10 time | 640 1000 1280 2000 3200 5040
Main circuit P.F. withstand voltage kv 10
Electrical life AC3 Ten-thousand times 60
Electrical life AC4 Ten-housand times 6
Mechanical life time Ten-thousand times 100
Rated operating frequency AC3|  time/h 800
VEKJ5-63A Rated operating frequency AC4 |  time/h 300 120
Short-time operating frequency (20| | time/h 2000
Opening distance between contacts mm 1.8 £0.1 2001 22%01
Over travel mm 1.0 £0.1 1.0 £ 0.1 1.0 £ 0.1
Control circuit P.F. withstand voltage kv 2
Clsoing time ms <100
Opening time ms <80

4. Qutline and installation dimensions
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VCKJ5-80A (for oil field) L
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VCKJ5-63A type outline and installation dimensions
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VCKJ5-80 (for oil field) type outline and installation dimensions
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VCKJ5-250 type outline and installation dimensions
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VCKJ5-400A type outline and installation dimensions
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VCKJ5-630A

Note: Can be customized for rated current up to 12504,

1500A horizontal type vacuum contactor VCKJ5-630A harizontal type outline and installation dimensions
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VGKJa-1000A, 1250A
118KV

VERTICAL AC VACUUM CONTACTOR

page 81

1. General description

This series vacuum contactor is suitable for power network of AC 50Hz, the main circuit rated voltage 1140V, rated
current is T000A ~ 1250A, for making, breaking, frequently starting and controling AC motor, and suitable for forming
magnetic starter with a variety of protectors (JDB electronic integrated protection, JRY type over current protection
devices, the RC absorption device), especially suitable for components widely used anti-explosion magnetic starter and

large mineral lapping switch equipment.

The contactor complies with GB / T 14048.4, IEC 60947-4-1 and JB / T 7122 standard, the main performance indicators

have reached the international level.

2. Type and meanings
vV ¢ K Jbs-0O/0

] L

Rated voltage (kV)
Rated current (A)
Serial No.

AC

Vacuum
Contactor

3. Main technical parameter

Company code

[tem Unit VCKJ5-1000 ~ 1250/1.14
Main circuit rated voltage kv 1.14
Main circuit rated current A 1000 1250
Main circuit making capacity A 5000 (100time)
Main circuit breaking capacity A 4500 (10time)
Limit breaking capacity A 5000 (3time)
Electrical life AC3 time 600,000
Electrical life AC4 time 60,000
Mechanical life time time 1,000,000
Rated operating frequency AC3 time/h 600
Rated operating frequency AC4 time/h 120
Short-time operating frequency (20s)|  time/h 1000
Opening distance between contacts mm 28+0.1
Over travel mm 1.0£0.1

4. Qutline and installation dimensions
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vnl(‘lzn 25“A 4““" 1. General description
= y y This AC L.V. vacuum contactor is used in electrical network with AC 50Hz or 60 Hz, rated main loop voltage 2kV,

rated current 800A to connect and break the circuit and start and control AC machinal electromator. Combining with
y sort of protecting equipment, it can also works as magnetic starter or explosion-proof magnetic starter. Its shape and

installation dimension is same as CJ20-630/2 contactor. They can be changed, which offers good options for upgrading

VERTICAL TYPE AC VACUUM CONTACTOR and maintenance.
2. Main technical parameter
Type Unit VCKJ20-250 ~ 400/2 VCKJ20-630 ~ 800/2
% Main circuit rated voltage kv 2
e | TR Main circuit rated current A 250 400 630 800
o = ihr= Main circuit making capacity A 2500 4000 6000 6000
— — 2 Main circuit breaking capacity A 2000 3200 4800 5000
3 k. .'_-'1 1{'! Limit breaking capacity A 3200 4000 6000 6000
s Flectrical life AC3 time 600,000
o : Flectrical life AC4 time 60,000
s ] Mechanical life times time 3,000,000
Rated operating frequency AC3 time/h 600
Rated operating frequency AC4 time/h 120
Short-time operating frequency time/h 2000
Opening distance between contacts — mm 305 \ 3£03
Over travel mm 21

3. Outline and installation dimensions

Note: unit as mm
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4ol 1. Moving conductive row
2. Insulating frame
18021 3. Static conductive row

Fig.1 VCKJ20-400A outline dimensions

1. Soft link

2. Contact spring

3. Moving conductive row
4. Lock nut

<| 5. Vacuum interrupter
6. Static conductive row
7. Transmission crutch
8. Insulating frame

210

Fig.2 VCKJ20-800A outline dimensions
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VEVS-160, 250, 400, 630 type AC low voltage vacuum contactor
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VCJZ-200/1.14 type AC low voltage vacuum contactor
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VCKJ5-300/1.14 type AC low voltage vacuum contactor
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VHGZ-300/1.14 type AC vacuum isolating change-over switch

page 83


jinnzy
Typewriter
www.vacem.ru  E-mail: info@vacem.ru

jinnzy
Stamp


	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	英文版
	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22
	页 23
	页 24
	页 25
	页 26
	页 27
	页 28
	页 29
	页 30
	页 31
	页 32
	页 33
	页 34
	页 35
	页 36
	页 37
	页 38
	页 39
	页 40
	页 41
	页 42
	页 43
	页 44
	英文版
	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22
	页 23
	页 24
	页 25
	页 26
	页 27
	页 28
	页 29
	页 30
	页 31
	页 32
	页 33
	页 34
	页 35
	页 36
	页 37
	页 38
	页 39
	页 40
	页 41
	页 42
	页 43
	页 44
	页 45
	页 46
	页 47
	页 48
	页 49
	页 50
	页 51
	页 52





